Cisco SYSTEMS

DATA SHEET

CISCO UNIFIED IP PHONE 7960G

Cisco® Unified IP phones provide unmatched levels o f integrated business capabilities and converged co mmunications

features beyond today’s conventional voice systems, surpassing competitive offerings. As the market le ader in IP telephony,
Cisco Systems® continues to deliver unparalleled en  d-to-end data and true voice-over-IP (VolIP) solutio  ns, offering the most
complete, stylish, fully featured IP phone portfoli o to enterprise and small- and midsized-business cu stomers.

Figure 1. Cisco Unified IP Phone 7960G

The Cisco Unified IP Phone 7960G, a key offeringhi@ IP Phone portfolio, is a full-featured IP pegrimarily for manager and executive needs.
It provides six programmable line/feature buttond four interactive soft keys that guide a useotigh call features and functions. Audio controls
for duplex speakerphone, handset and headset. ibe Onified IP Phone 7960G also features a lgptxel-based LCD display. The display
provides features such as date and time, callinty pame, calling party number, and digits dialEde graphic capability of the display allows for
the inclusion of such features as XML (Extensiblarkip Language) and future features.

Figure 2. Cisco Unified IP Phone 7960G
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With Word Overlay, English (Included in documentation package with each phone)

FEATURES

The Cisco Unified IP Phone 7960G is dynamic andgtes! to grow with system capabilities. Featurdskeep pace with new changes via
software updates to the phone’s flash memory. Trome provides many accessibility methods accorttingser preference. Various methods or
paths include buttons, softkeys, a navigation leyl direct access with the use of correspondingstgtdigits. Each of the features below will
have expanded capabilities in the future:

Messages—
(=2

Direct access to voice mail. In the near futureeganail speech to text readout on the display.

Directories—

The Cisco Unified IP Phone 7960G identifies incognimessages and categorizes them for users onrdensd his allows users to quickly and
effectively return calls using direct dial-back abity.

The corporate directory integrates with the Lighighe Directory Access Protocol (LDAP3) standarcediory.

Settings—

The Settings feature key allows the user to adjisgiay contrast and select from a large of uniguger sounds, volume settings for all audio such

as ringer, handset, headset, and speaker. NetworgOration preferences can also be set up. (Nd&twonfiguration is usually set up by the
System Administrator.) Configuration can eitherdoéomatic or manually set up for Dynamic Host Colnftrotocol (DHCP), Trivial File Transfer
Protocol (TFTP), CallManager, and backup CallMamsg& huge advantage is the ability for no handsnowes and changes. Just pick up the
phone and move to the new location anywhere on getwork. No system administration is required.

Services—

The Cisco Unified IP Phone 7960G allows users foldyiaccess diverse information such as weathecks, quote of the day, or any Web-based
information using extensible markup language (XNt provide a portal to an ever-growing world oftteas and information.
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Help—
>
The online help feature gives users informationualtioe phone's keys, buttons, and features. Tha digplay allows for greater flexibility of

features and significantly expands the informati@wed when using features such as Services, Ir#om, Messages, and Directory. For example,
the Directory button can show local and server-thakectory information.

The Cisco Unified IP Phone 7960G features highityapeakerphone technology. It also includesasydo-use speaker on/off button and
microphone mute buttons. These buttons are lit vaotive.

The internal Cisco two-port Ethernet switch alldarsa direct connection to a 10/100BASE-T Ethemattvork via an RJ-45 interface with single
LAN connectivity for both the phone and a co-locaRC. The system administrator can designate departual LANs (VLANS) (802.1Q) for the
PC and Cisco Unified IP Phones providing improvecusity and reliability of voice and data traffic.

A dedicated headset port eliminates the need $eparate amplifier when using a headset. This allbv handset to remain in its cradle, making
headset use simpler. The Cisco Unified IP phone'senient volume control button provides for easgildel-level adjustments for the
speakerphone, handset, headset, and ringer. Thisdtda ADA and HAC compliant with a maximum haridsdume of 13 dB. New 508
capability can be achieved using an in-line handssilifier such as Walker Equipments W-10 and CE-adplifiers.

The dial pad is also ADA compliant.

The footstand of the Cisco Unified IP Phone 7969@djustable from flat to 60 degrees to providénaptn display viewing and comfortable use of
all buttons and keys. The footstand is keyed tachmatandard wall jack configurations for wall mdagt Two optional wall mount brackets are
also offered as noted below.

The Cisco Unified IP Phone 7960G can also recedvesp down the LAN from any of the Cisco inline paveapable blades and boxes.
For added security, the audible dual-tone multifiecy (DTMF) tones are masked when the speakerphode is used.

Other Cisco Unified IP Phone 7960G features include

- 24+ user-adjustable ring tones

- A hearing-aid-compatible handset (meets Americaabilities Act [ADA] requirements) and HAC compl@nfor magnetic coupling to
approved HAC hearing aids

- G.711 and G.729a audio compression

- H.323 compatible and Microsoft NetMeeting compditypi

- An IP address assignment—DHCP client or staticailyfigured

- Comfort noise generation and voice activity detat{(VAD) programming on a system basis

- EIA/TIA RS-232 port for future add-on options swhline expansion, security access, and more

The phone also includes the following settings:

- Display contrast
- Ring type
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- Network configuration
- Call status

SPECIFICATIONS

- Download firmware changes from Cisco CallManagel @0

- Dimensions: 82 x 10.5 x 6 in. (20.32 x 26.67 x #5cn) (H x W x D)

- Phone weight: 3.5 Ib (1.6 kg)

- Polycarbonate acrylonitrile butadiene styerene (ABISstic in textured dark gray color with silvezzel

- 48 VDC required, supplied locally at the desktongsan optional AC to DC power supply (CP-PWR-CUBE)}

Also requires ordering one of the AC country cdrdw.
AC Country Power Cords

CP-PWR-CORD-AP= (Asia Pacific)
CP-PWR-CORD-AR= (Argentina)
CP-PWR-CORD-AU= (Australia)
CP-PWR-CORD-CE= (Central Europe)
CP-PWR-CORD-JP= (Japan)

CP-PWR-CORD-NA= (North America)
CP-PWR-CORD-SW= (Switzerland)
CP-PWR-CORD-UK= (United Kingdom)

Temperature

Operating temperature: 32°F to 104°F (0°C to 40°C)
Relative humidity: 10 percent to 95 percent (nom@nsing)

Storage temperature: 14°F to 140°F (—10°C to 60°C)

Certification

Regulatory Compliance

CE Marking

Safety

Underwriters Laboratories (UL) 60950

Canadian Standards Association (CSA) C22.2 No. 8095
Electro-Magnetic Compatibility (EMC)

Federal Communications Commission (FCC) Part 19(@F) Class B

ICES-003 Class B
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EN55022 Class B

CISPR22 Class B

AS/NZ 3548 Class B

VCCI Class B

EN55024

EN 50082-1

EN 61000-3-2

EN 61000-3-3

Telecom

FCC Part 68 (CFR47) hearing aid compatible (HAC)

IC CS-03

ORDERING INFORMATION FOR CISCO UNIFIED IP PHONE 7960G

Part Number Description

CP-7960G Cisco Unified IP Phone 7960G

CP-7960G= Cisco Unified IP Phone 7960G, spare

CP-7960G- Cisco Unified IP Phone 7960G, for Channels, witk station user
CH1 license

All Cisco Unified IP phones require the purchasa ghone technology license, regardless of catbpms being used.

Accessories Ordering Information

Optional wall mount kits are available in both logk and non-locking versions:

- CP-LCKNGWALLMOUNT=
- CP-WALLMOUNTKIT=

CISCO UNIFIED IP PHONE 7914 EXPANSION MODULE SUPPORT

An optional 14-button add-on module, the Cisco (gdifiP Phone 7914 Expansion Module (part numbei7@R4=), provides 14 additional buttons
for programming directory numbers or speed dials, combination of the two. Up to two expansion mied can be used with the Cisco Unified IP
Phone 7960G.
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CISCO UNIFIED IP COMMUNICATIONS SERVICES AND SUPPORT

Cisco Unified IP Communications services and supgatuce the cost, time, and complexity associaigdimplementing a converged network.
Cisco and its partners have designed and deplayeé sf today’s largest and most complex IP Comnatitns networks—which means that they
understand how to integrate an IP Communicatiohgisa into your network.

Cisco design tools and best practices ensure thé@obest fits your business needs from the s#dirhinating costly redesigns and downtime. Our
proven methods ensure a sound implementation tifladeliver the functions and features you expect—tiore. Support services include remote
network operations, network management tools toiridter the converged application and network istiacture, and technical support services.

Through these services, your organization bentéita the experience gained by Cisco and its pastriezveraging this valuable experience, you

can create and maintain a resilient converged m&tthat will meet your business needs today—andénftiture.

WARRANTY
Cisco Unified IP Phones are covered by a Ciscadstahone year replacement warranty.
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